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Moving from CDM 2007 to CDM 2015

Background

Å Construction (Design & Management) 

Regulations 2015 - 01 April 2015

Å Construction (Design & Management) Regulations (Northern 

Ireland) 2016 - 01 August 2016

Å Third version of the Regulations after CDM 1994 and CDM 

2007

Å CDM 2015 applies to all construction activity



Moving from CDM 2007 to CDM 2015

Background

Å Construction employs 5% of UK workforce

Å Accounts for 27% of all fatal injuries in the last 5 years 

Å 30 of the 137 fatalities at work in the year to March 2017 were 

in construction

Å Two thirds of all construction fatalities are on small sites 



Moving from CDM 2007 to CDM 2015

Objectives

Å Eliminate, reduce or control foreseeable risks in construction, 

maintenance and use of a building

Å Integrate health & safety into every day design

Å Place onus on Clients and Designers to make a difference

Å Simple, proportionate and project specific



Moving from CDM 2007 to CDM 2015

Whatôs changed?

Å No Approved Code of Practice (ACoP)

Å Competence requirements replaced with ñappropriate skills, 

knowledge, training and experienceò

Å Domestic client exemption removed



Moving from CDM 2007 to CDM 2015

Whatôs changed?

Å CDM Coordinator (CDM-C) role abolished and replaced with 

Principal Designer (PD)

Å Threshold for appointment of PD changed - required on every

project with more than one contractor

Å Principal Contractor required on every project with more than 

one contractor

Å Transitional arrangements ïexpired August 2017



Moving from CDM 2007 to CDM 2015

Whatôs changed?

Å Amended project notification requirements - HSE/HSENI 

notification if: 

ñ(a) last longer than 30 working days and have more than 20 

workers working simultaneously on the project; or

(b) exceed 500 person daysò



Moving from CDM 2007 to CDM 2015

Whatôs changed?

Å Revised dutyholders and duties:

ī Client

ī Principal Designer

ī Principal Contractor 

ī Designers

ī Contractors

īWorkers 

ī Domestic Clients



Dutyholders & their responsibilities

Principal Designer

Å Designer appointed by client on projects involving more than 

one contractor. 

Å Can be an organisation or individual with sufficient 

knowledge, experience and ability to carry out the role.

Å Part of the design team.



Dutyholders & their responsibilities

Plan, manage, monitor and co-ordinate health 

and safety in the pre-construction phase of a project. 

This includes:

Å identifying, eliminating or controlling foreseeable risks.

Å ensuring designers carry out their duties.

Prepare and provide relevant information to other duty 

holders.

Provide relevant information to the principal contractor to help 

them plan, manage, monitor and co-ordinate health and safety 

in the construction phase.



Dutyholders & their responsibilities

What does it look like?

Å Design risk review

Å F10 Notification

Å Prepare Pre-Construction Information

Å Construction Phase Plan

Å Health & Safety File



Dutyholders & their responsibilities

CDM Analysis & Options - Hazard Identification & Risk Management

Project Office Pavillions, Rutherglen Links Business Park, Rutherglen G73 1DF

Ref 54143/BTM

Revision 1

Date 15/12/2016

Work Stage RIBA 2 - Concept Design

Agreed Agreed in 

principle

Not yet agreed
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8 Heating - Internally heating via trench 

heaters  so no high level maintenance

Elevation maintenance - high level 

maintenance and glazing replacement to 

be undertaken from MEWP or scaffold. 

Ground conditions and extent of hard 

lanscaping to be considered.

CDM overview issues

No internal acccess to roof - access via 

scafold or MEWPs by trained, competent 

workers.

Green roof option discounted - this will 

reduce requirements and frequency of roof 

access

Glazing cleaning - should be possible from 

street level by reach & wash. Is space 

sufficient to street side to undertake this?

Internal stair design - Precast? Ability to 

install early during construction as site 

access?

Concrete frame - Consider edge protection 

options during construction

HVAC - Main plant housed externally at 

ground level in car park  - good access

Roof access: Onlylimited 
access for inspection and 
intermittent maintenance 

needed. 

Designmay incorporate 
concrete 2.5m parapet to 
front. What about other 

elevations? 

Isthere sufficient space for 
reach and wash cleaning to 
front, rear & flanks?

Trench heating provided so 
reduction in amount of 
services& maintenance at 

height to internal ceil ings



Dutyholders & their responsibilities

What does it look like?

Å F10 Notification

Å Prepare Pre-Construction Information

Å Construction Phase Plan

Å Health & Safety File



Dutyholders and their responsibilities


